
Technical Features :

•	 Power Supply : 400 V, 3~ 50-60 Hz

•	 Power Output: 1,1 kW (2,2 kW Optional for Alu.)

•	 Spindle Speed : 2800 rpm

•	 Air Pressure : 6-8 bar

•	 Air Consumption: 48 l/min. (95 l/min. Cooling System)

•	 Machine Height: 1300 mm

•	 Machine Length: 800 mm

•	 Machine Width: 700 mm

•	 Machine Weight: 195 kg
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* Please see the cutting diagram for the Min. and Max. profi le size dimensions.

•	 PVC Profi les cutting.

•	 Pneumatic sawing feed from below with 350 mm saw blade diameter.

•	 The saw blade feed speed can be adjusted.

•	 Wide angle range from 22.5° to 112.5° with special location points at 45°, 90° and 135°.

•	 Vertical pneumatic clamps ensure optimum profi le fi xing.

•	 Cooling system to cut aluminium profi les (AS 021)

•	 Hydro-pneumatic system for aluminium profi les (AH 041)

•	 Profi le Support conveyor system (3 m left or 3 m right side) (TK 060)

•	 Manuel measuring system conveyor 3 m – Right (TK 061)

•	 Manuel measuring system conveyor 3 m - Left (TK 062)

•	 Automatic Digital Length Measuring System and 3 m Conveyor (MS 300*)

* Can be produced for left or right usage.

OPTIONAL

TA-141 Mitre Saw (Ø:350mm)
SAWS » TA-141
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